TUV

AUSTRIA

CERTIFICATE OF CONFORMITY

Certificate - No. : 19-1S-0149-TAT-20-10289-1535

Applicant : AKMERMER DEMIR CELIK TIC. VE SAN. LTD. STI.
MALIKOY BASKENT OSB. MAH.RECEP TAYYiP ERDOGAN BULYV.
NO:13 MALIKOY/ANKARA

Manufacturer : AKMERMER DEMIR CELIK TIC. VE SAN. LTD. STI.
MALIKOY BASKENT OSB. MAH.RECEP TAYYiP ERDOGAN BULV.
NO:13 MALIKOY/ANKARA

Product g Manufacturing of Bare, Coated and Lined, Spirally Welded
Steel Pipes
Type/Model(s) : Length : 6 mto 12 m

Outside diameter : 219 mm to 1625 mm
Wall Thickness : 4 mm to 16 mm

Standard(s) /
Certification Basis  : EN 10289:2004 Steel Tubes and Fittings for Onshore and Offshore
Pipelines — External Liquid Applied Epoxy and Epoxy Modified Coatings

This Certificate of Conformity is issued on a veluntary basis according to EN 10289:2004. It conforms that
the listed equipment complies with the essential safety requirements of EN 10289:2004. It refers only to
the sample and its technical file submitted for conformity assessment in conjunction with the internal
factory production control system assessment.

Final Report No : 19-1S-0149-IR-001
Issue Date : 15.01.2020
Expiry Date : 15.01.2021

Prepared By
Osman YILIDIRIM
Industrial Inspector

Approved By
Hak

This Certificate of Conformity has been granted to the applicant based on the results of testing performed
by the applicant/manufacturer or an accepted laboratory and the cansequent review of the test report by
TOV Austria Turk. Revisions to the referenced certification basis or any change of the design, materials,
components or processing may require the repetition of all or some of the qualification tests in order for
the test report and therefore this associated certificate to remain valid.
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TUV Austria Turk — Koguyolu Mahallesi, No: Kadikéy Istanbul, Katip Salih Sk, No:69, 34718 Kadikdy/Istanbul
www.tuv.at

Vervielfaltiauna nur mit Erlaubnis des TUV AUSTRIA | The reproduction of lhis document is subject to the approval by TUV AUSTRIA www.tuv at





